
689 

Federal Communications Commission § 4.3 

issuing warnings to ship station licens-
ees when it becomes apparent that an 
accounting authority is failing to set-
tle accounts. See also §§ 3.70 through 
3.74. 

PART 4—DISRUPTIONS TO 
COMMUNICATIONS 

GENERAL 

Sec. 
4.1 Scope, basis and purpose. 
4.2 Availability of reports filed under this 

part. 

REPORTING REQUIREMENTS FOR DISRUPTIONS 
TO COMMUNICATIONS 

4.3 Communications providers covered by 
the requirements of this part. 

4.5 Definitions of outage, special offices and 
facilities, and 911 special facilities. 

4.7 Definitions of metrics used to determine 
the general outage-reporting threshold 
criteria. 

4.9 Outage reporting requirements—thresh-
old criteria. 

4.11 Notification and initial and final com-
munications outage reports that must be 
filed by communications providers. 

4.13 Reports by the National Communica-
tions System (NCS) and by special offices 
and facilities, and related responsibil-
ities of communications providers. 

AUTHORITY: Sec. 5, 48 Stat. 1068, as amend-
ed; 47 U.S.C. 154, 155, 201, 251, 307, 316, 615a–1, 
1302(a), and 1302(b). 

SOURCE: 69 FR 70338, Dec. 3, 2004, unless 
otherwise noted. 

GENERAL 

§ 4.1 Scope, basis and purpose. 

In this part, the Federal Communica-
tions Commission is setting forth re-
quirements pertinent to the reporting 
of disruptions to communications and 
to the reliability and security of com-
munications infrastructures. 

§ 4.2 Availability of reports filed under 
this part. 

Reports filed under this part will be 
presumed to be confidential. Public ac-
cess to reports filed under this part 
may be sought only pursuant to the 
procedures set forth in 47 CFR § 0.461. 
Notice of any requests for inspection of 
outage reports will be provided pursu-
ant to 47 CFR 0.461(d)(3). 

REPORTING REQUIREMENTS FOR 
DISRUPTIONS TO COMMUNICATIONS 

§ 4.3 Communications providers cov-
ered by the requirements of this 
part. 

(a) Cable communications providers are 
cable service providers that also pro-
vide circuit-switched telephony. Also 
included are affiliated and non-affili-
ated entities that maintain or provide 
communications networks or services 
used by the provider in offering teleph-
ony. 

(b) Communications provider is an enti-
ty that provides for a fee to one or 
more unaffiliated entities, by radio, 
wire, cable, satellite, and/or lightguide: 
two-way voice and/or data communica-
tions, paging service, and/or SS7 com-
munications. 

(c) IXC or LEC tandem facilities refer 
to tandem switches (or their equiva-
lents) and interoffice facilities used in 
the provision of interexchange or local 
exchange communications. 

(d) Satellite communications providers 
use space stations as a means of pro-
viding the public with communica-
tions, such as telephony and paging. 
Also included are affiliated and non-af-
filiated entities that maintain or pro-
vide communications networks or serv-
ices used by the provider in offering 
such communications. ‘‘Satellite oper-
ators’’ refer to entities that operate 
space stations but do not necessarily 
provide communications services di-
rectly to end users. 

(e) Signaling System 7 (SS7) is a sig-
naling system used to control tele-
communications networks. It is fre-
quently used to ‘‘set up,’’ process, con-
trol, and terminate circuit-switched 
telecommunications, including but not 
limited to domestic and international 
telephone calls (irrespective of whether 
the call is wholly or in part wireless, 
wireline, local, long distance, or is car-
ried over cable or satellite infrastruc-
ture), SMS text messaging services, 
8XX number type services, local num-
ber portability, VoIP signaling gate-
way services, 555 number type services, 
and most paging services. For purposes 
of this rule part, SS7 refers to both the 
SS7 protocol and the packet networks 
through which signaling information is 
transported and switched or routed. It 
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includes future modifications to the 
existing SS7 architecture that will pro-
vide the functional equivalency of the 
SS7 services and network elements 
that exist as of August 4, 2004. SS7 
communications providers are subject 
to the provisions of this part 4 regard-
less of whether or not they provide 
service directly to end users. Also sub-
ject to part 4 of the Commission’s rules 
are affiliated and non-affiliated enti-
ties that maintain or provide commu-
nications networks or services used by 
the SS7 provider in offering SS7 com-
munications. 

(f) Wireless service providers include 
Commercial Mobile Radio Service com-
munications providers that use cellular 
architecture and CMRS paging pro-
viders. See § 20.9 of this chapter for the 
definition of Commercial Mobile Radio 
Service. Also included are affiliated 
and non-affiliated entities that main-
tain or provide communications net-
works or services used by the provider 
in offering such communications. 

(g) Wireline communications providers 
offer terrestrial communications 
through direct connectivity, predomi-
nantly by wire, coaxial cable, or opti-
cal fiber, between the serving central 
office (as defined in the appendix to 
part 36 of this chapter) and end user lo-
cation(s). Also included are affiliated 
and non-affiliated entities that main-
tain or provide communications net-
works or services used by the provider 
in offering such communications. 

(h) Interconnected Voice over Internet 
Protocol (VoIP) providers are providers 
of interconnected VoIP service. See § 9.3 
of this chapter for the definition of 
interconnected VoIP service. Such pro-
viders may be facilities-based or non- 
facilities-based. Also included are af-
filiated and non-affiliated entities that 
maintain or provide communications 
networks or services used by the pro-
vider in offering such communications. 

(i) Exclusion of equipment manufactur-
ers or vendors. Excluded from the re-
quirements of this part 4 are those 
equipment manufacturers or vendors 
that do not maintain or provide com-
munications networks or services used 
by communications providers in offer-
ing communications. 

[69 FR 70338, Dec. 3, 2004, as amended at 77 
FR 25097, Apr. 27, 2012] 

§ 4.5 Definitions of outage, special of-
fices and facilities, and 911 special 
facilities. 

(a) Outage is defined as a significant 
degradation in the ability of an end 
user to establish and maintain a chan-
nel of communications as a result of 
failure or degradation in the perform-
ance of a communications provider’s 
network. 

(b) Special offices and facilities are de-
fined as major military installations, 
key government facilities, nuclear 
power plants, and those airports that 
are listed as current primary (PR), 
commercial service (CM), and reliever 
(RL) airports in the FAA’s National 
Plan of Integrated Airports Systems 
(NPIAS) (as issued at least one cal-
endar year prior to the outage). The 
member agencies of the National Com-
munications System (NCS) will deter-
mine which of their locations are 
‘‘major military installations’’ and 
‘‘key government facilities.’’ 911 spe-
cial facilities are addressed separately 
in paragraph (e) of this section. 

(c) All outages that potentially affect 
communications for at least 30 minutes 
with any airport that qualifies as a 
‘‘special office and facility’’ pursuant 
to the preceding paragraph shall be re-
ported in accordance with the provi-
sions of §§ 4.11 and 4.13. 

(d) A mission-affecting outage is de-
fined as an outage that is deemed crit-
ical to national security/emergency 
preparedness (NS/EP) operations of the 
affected facility by the National Com-
munications System member agency 
operating the affected facility. 

(e) An outage that potentially affects 
a 911 special facility occurs whenever: 

(1) There is a loss of communications 
to PSAP(s) potentially affecting at 
least 900,000 user-minutes and: The fail-
ure is neither at the PSAP(s) nor on 
the premises of the PSAP(s); no re-
route for all end users was available; 
and the outage lasts 30 minutes or 
more; or 

(2) There is a loss of 911 call proc-
essing capabilities in one or more E–911 
tandems/selective routers for at least 
30 minutes duration; or 

(3) One or more end-office or MSC 
switches or host/remote clusters is iso-
lated from 911 service for at least 30 
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minutes and potentially affects at least 
900,000 user-minutes; or 

(4) There is a loss of ANI/ALI (associ-
ated name and location information) 
and/or a failure of location determina-
tion equipment, including Phase II 
equipment, for at least 30 minutes and 
potentially affecting at least 900,000 
user-minutes (provided that the ANI/ 
ALI or location determination equip-
ment was then currently deployed and 
in use, and the failure is neither at the 
PSAP(s) or on the premises of the 
PSAP(s)). 

§ 4.7 Definitions of metrics used to de-
termine the general outage-report-
ing threshold criteria. 

(a) Administrative numbers are defined 
as the telephone numbers used by com-
munications providers to perform in-
ternal administrative or operational 
functions necessary to maintain rea-
sonable quality of service standards. 

(b) Assigned numbers are defined as 
the telephone numbers working in the 
Public Switched Telephone Network 
under an agreement such as a contract 
or tariff at the request of specific end 
users or customers for their use. This 
excludes numbers that are not yet 
working but have a service order pend-
ing. 

(c) Assigned telephone number minutes 
are defined as the mathematical result 
of multiplying the duration of an out-
age, expressed in minutes, by the sum 
of the number of assigned numbers (de-
fined in paragraph (b) of this section) 
potentially affected by the outage and 
the number of administrative numbers 
(defined in paragraph (a) of this sec-
tion) potentially affected by the out-
age. ‘‘Assigned telephone number min-
utes’’ can alternatively be calculated 
as the mathematical result of multi-
plying the duration of an outage, ex-
pressed in minutes, by the number of 
working telephone numbers potentially 
affected by the outage, where working 
telephone numbers are defined as the 
telephone numbers, including DID 
numbers, working immediately prior to 
the outage. 

(d) DS3 minutes are defined as the 
mathematical result of multiplying the 
duration of an outage, expressed in 
minutes, by the number of previously 

operating DS3 circuits that were af-
fected by the outage. 

(e) User minutes are defined as: 
(1) Assigned telephone number min-

utes (as defined in paragraph (c) of this 
section), for telephony, including non- 
mobile interconnected VoIP telephony, 
and for those paging networks in which 
each individual user is assigned a tele-
phone number; 

(2) The mathematical result of multi-
plying the duration of an outage, ex-
pressed in minutes, by the number of 
end users potentially affected by the 
outage, for all other forms of commu-
nications. For wireless service pro-
viders and interconnected VoIP service 
providers to mobile users, the number 
of potentially affected users should be 
determined by multiplying the simul-
taneous call capacity of the affected 
equipment by a concentration ratio of 
8. 

(f) Working telephone numbers are de-
fined to be the sum of all telephone 
numbers that can originate, or termi-
nate telecommunications. This in-
cludes, for example, all working tele-
phone numbers on the customer’s side 
of a PBX, or Centrex, or similar ar-
rangement. 

[69 FR 70338, Dec. 3, 2004, as amended at 77 
FR 25097, Apr. 27, 2012] 

§ 4.9 Outage reporting requirements— 
threshold criteria. 

(a) Cable. All cable communications 
providers shall submit electronically a 
Notification to the Commission within 
120 minutes of discovering that they 
have experienced on any facilities that 
they own, operate, lease, or otherwise 
utilize, an outage of at least 30 minutes 
duration that: 

(1) Potentially affects at least 900,000 
user minutes of telephony service; 

(2) Affects at least 1,350 DS3 minutes; 
(3) Potentially affects any special of-

fices and facilities (in accordance with 
paragraphs (a) through (d) of § 4.5); or 

(4) Potentially affects a 911 special 
facility (as defined in paragraph (e) of 
§ 4.5), in which case they also shall no-
tify, as soon as possible by telephone or 
other electronic means, any official 
who has been designated by the man-
agement of the affected 911 facility as 
the provider’s contact person for com-
munications outages at that facility, 
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and they shall convey to that person 
all available information that may be 
useful to the management of the af-
fected facility in mitigating the effects 
of the outage on callers to that facil-
ity. (DS3 minutes and user minutes are 
defined in paragraphs (d) and (e) of 
§ 4.7.) Not later than 72 hours after dis-
covering the outage, the provider shall 
submit electronically an Initial Com-
munications Outage Report to the 
Commission. Not later than thirty 
days after discovering the outage, the 
provider shall submit electronically a 
Final Communications Outage Report 
to the Commission. The Notification 
and the Initial and Final reports shall 
comply with all of the requirements of 
§ 4.11. 

(b) IXC or LEC tandem facilities. In the 
case of IXC or LEC tandem facilities, 
providers must, if technically possible, 
use real-time blocked calls to deter-
mine whether criteria for reporting an 
outage have been reached. Providers 
must report IXC and LEC tandem out-
ages of at least 30 minutes duration in 
which at least 90,000 calls are blocked 
or at least 1,350 DS3-minutes are lost. 
For interoffice facilities which handle 
traffic in both directions and for which 
blocked call information is available in 
one direction only, the total number of 
blocked calls shall be estimated as 
twice the number of blocked calls de-
termined for the available direction. 
Providers may use historic carried call 
load data for the same day(s) of the 
week and the same time(s) of day as 
the outage, and for a time interval not 
older than 90 days preceding the onset 
of the outage, to estimate blocked calls 
whenever it is not possible to obtain 
real-time blocked call counts. When 
using historic data, providers must re-
port incidents where at least 30,000 
calls would have been carried during a 
time interval with the same duration 
of the outage. (DS3 minutes are defined 
in paragraph (d) of § 4.7.) In situations 
where, for whatever reason, real-time 
and historic carried call load data are 
unavailable to the provider, even after 
a detailed investigation, the provider 
must determine the carried call load 
based on data obtained in the time in-
terval between the onset of the outage 
and the due date for the final report; 
this data must cover the same day of 

the week, the same time of day, and 
the same duration as the outage. Jus-
tification that such data accurately es-
timates the traffic that would have 
been carried at the time of the outage 
had the outage not occurred must be 
available on request. If carried call 
load data cannot be obtained through 
any of the methods described, for what-
ever reason, then the provider shall re-
port the outage. 

(c) Satellite. (1) All satellite operators 
shall submit electronically a Notifica-
tion to the Commission within 120 min-
utes of discovering that they have ex-
perienced on any facilities that they 
own, operate, lease, or otherwise uti-
lize, of an outage of at least 30 minutes 
duration that manifests itself as a fail-
ure of any of the following key system 
elements: One or more satellite tran-
sponders, satellite beams, inter-sat-
ellite links, or entire satellites. In ad-
dition, all Mobile-Satellite Service 
(‘‘MSS’’) satellite operators shall sub-
mit electronically a Notification to the 
Commission within 120 minutes of dis-
covering that they have experienced on 
any facilities that they own, operate, 
lease, or otherwise utilize, of an outage 
of at least 30 minutes duration that 
manifests itself as a failure of any 
gateway earth station, except in the 
case where other earth stations at the 
gateway location are used to continue 
gateway operations within 30 minutes 
of the onset of the failure. 

(2) All satellite communications pro-
viders shall submit electronically a No-
tification to the Commission within 120 
minutes of discovering that they have 
experienced on any facilities that they 
own, operate, lease, or otherwise uti-
lize, an outage of at least 30 minutes 
duration that manifests itself as: 

(i) A loss of complete accessibility to 
at least one satellite or transponder; 

(ii) A loss of a satellite communica-
tions link that potentially affects at 
least 900,000 user-minutes (as defined in 
§ 4.7(d)) of either telephony service or 
paging service; 

(iii) Potentially affecting any special 
offices and facilities (in accordance 
with paragraphs (a) through (d) of § 4.5) 
other than airports; or 

(iv) Potentially affecting a 911 spe-
cial facility (as defined in (e) of § 4.5), 
in which case they also shall notify, as 
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soon as possible by telephone or other 
electronic means, any official who has 
been designated by the management of 
the affected 911 facility as the pro-
vider’s contact person for communica-
tions outages at that facility, and they 
shall convey to that person all avail-
able information that may be useful to 
the management of the affected facil-
ity in mitigating the effects of the out-
age on callers to that facility. 

(3) Not later than 72 hours after dis-
covering the outage, the operator and/ 
or provider shall submit electronically 
an Initial Communications Outage Re-
port to the Commission. Not later than 
thirty days after discovering the out-
age, the operator and/or provider shall 
submit electronically a Final Commu-
nications Outage Report to the Com-
mission. 

(4) The Notification and the Initial 
and Final reports shall comply with all 
of the requirements of § 4.11. 

(5) Excluded from these outage-re-
porting requirements are those sat-
ellites, satellite beams, inter-satellite 
links, MSS gateway earth stations, 
satellite networks, and transponders 
that are used exclusively for intra-cor-
porate or intra-organizational private 
telecommunications networks, for the 
one-way distribution of video or audio 
programming, or for other non-covered 
services (that is, when they are never 
used to carry common carrier voice or 
paging communications). 

(d) Signaling system 7. Signaling Sys-
tem 7 (SS7) providers shall submit elec-
tronically a Notification to the Com-
mission within 120 minutes of discov-
ering that they have experienced on 
any facilities that they own, operate, 
lease, or otherwise utilize an outage of 
at least 30 minutes duration that is 
manifested as the generation of at 
least 90,000 blocked calls based on real- 
time traffic data or at least 30,000 lost 
calls based on historic carried loads. In 
cases where a third-party SS7 provider 
cannot directly estimate the number of 
blocked calls, the third-party SS7 pro-
vider shall use 500,000 real-time lost 
MTP messages as a surrogate for 90,000 
real-time blocked calls, or 167,000 lost 
MTP messages on a historical basis as 
a surrogate for 30,000 lost calls based 
on historic carried loads. Historic car-
ried load data or the number of lost 

MTP messages on a historical basis 
shall be for the same day(s) of the week 
and the same time(s) of day as the out-
age, and for a time interval not older 
than 90 days preceding the onset of the 
outage. In situations where, for what-
ever reason, real-time and historic data 
are unavailable to the provider, even 
after a detailed investigation, the pro-
vider must determine the carried load 
based on data obtained in the time in-
terval between the onset of the outage 
and the due date for the final report; 
this data must cover the same day of 
the week and the same time of day as 
the outage. If this cannot be done, for 
whatever reason, the outage must be 
reported. Justification that such data 
accurately estimates the traffic that 
would have been carried at the time of 
the outage had the outage not occurred 
must be available on request. Finally, 
whenever a pair of STPs serving any 
communications provider becomes iso-
lated from a pair of interconnected 
STPs that serve any other communica-
tions provider, for at least 30 minutes 
duration, each of these communica-
tions providers shall submit electroni-
cally a Notification to the Commission 
within 120 minutes of discovering such 
outage. Not later than 72 hours after 
discovering the outage, the provider(s) 
shall submit electronically an Initial 
Communications Outage Report to the 
Commission. Not later than thirty 
days after discovering the outage, the 
provider(s) shall submit electronically 
a Final Communications Outage Re-
port to the Commission. The Notifica-
tion and the Initial and Final reports 
shall comply with all of the require-
ments of § 4.11. 

(e) Wireless. All wireless service pro-
viders shall submit electronically a No-
tification to the Commission within 120 
minutes of discovering that they have 
experienced on any facilities that they 
own, operate, lease, or otherwise uti-
lize, an outage of at least 30 minutes 
duration: 

(1) Of a Mobile Switching Center 
(MSC); 

(2) That potentially affects at least 
900,000 user minutes of either telephony 
and associated data (2nd generation or 
lower) service or paging service; 

(3) That affects at least 1,350 DS3 
minutes; 

VerDate Mar<15>2010 13:20 Jan 16, 2014 Jkt 229206 PO 00000 Frm 00703 Fmt 8010 Sfmt 8010 Y:\SGML\229206.XXX 229206pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



694 

47 CFR Ch. I (10–1–13 Edition) § 4.9 

(4) That potentially affects any spe-
cial offices and facilities (in accordance 
with paragraphs (a) through (d) of § 4.5) 
other than airports through direct 
service facility agreements; or 

(5) That potentially affects a 911 spe-
cial facility (as defined in (e) of § 4.5), 
in which case they also shall notify, as 
soon as possible by telephone or other 
electronic means, any official who has 
been designated by the management of 
the affected 911 facility as the pro-
vider’s contact person for communica-
tions outages at that facility, and they 
shall convey to that person all avail-
able information that may be useful to 
the management of the affected facil-
ity in mitigating the effects of the out-
age on callers to that facility. (DS3 
minutes and user minutes are defined 
in paragraphs (d) and (e) of § 4.7.) In de-
termining the number of users poten-
tially affected by a failure of a switch, 
a concentration ratio of 8 shall be ap-
plied. For providers of paging service 
solely, however, the following outage 
criteria shall apply instead of those in 
paragraphs (b)(1) through (b)(3) of this 
section. Notification must be sub-
mitted if the failure of a switch for at 
least 30 minutes duration potentially 
affects at least 900,000 user-minutes. 
Not later than 72 hours after discov-
ering the outage, the provider shall 
submit electronically an Initial Com-
munications Outage Report to the 
Commission. Not later than thirty 
days after discovering the outage, the 
provider shall submit electronically a 
Final Communications Outage Report 
to the Commission. The Notification 
and the Initial and Final reports shall 
comply with all of the requirements of 
§ 4.11. 

(f) Wireline. All wireline communica-
tions providers shall submit electroni-
cally a Notification to the Commission 
within 120 minutes of discovering that 
they have experienced on any facilities 
that they own, operate, lease, or other-
wise utilize, an outage of at least 30 
minutes duration that: 

(1) Potentially affects at least 900,000 
user minutes of either telephony or 
paging; 

(2) Affects at least 1,350 DS3 minutes; 
(3) Potentially affects any special of-

fices and facilities (in accordance with 
paragraphs (a) through (d) of § 4.5); or 

(4) Potentially affects a 911 special 
facility (as defined in paragraph (e) of 
§ 4.5), in which case they also shall no-
tify, as soon as possible by telephone or 
other electronic means, any official 
who has been designated by the man-
agement of the affected 911 facility as 
the provider’s contact person for com-
munications outages at that facility, 
and the provider shall convey to that 
person all available information that 
may be useful to the management of 
the affected facility in mitigating the 
effects of the outage on efforts to com-
municate with that facility. (DS3 min-
utes and user minutes are defined in 
paragraphs (d) and (e) of § 4.7.) Not 
later than 72 hours after discovering 
the outage, the provider shall submit 
electronically an Initial Communica-
tions Outage Report to the Commis-
sion. Not later than thirty days after 
discovering the outage, the provider 
shall submit electronically a Final 
Communications Outage Report to the 
Commission. The Notification and the 
Initial and Final reports shall comply 
with all of the requirements of § 4.11. 

(g) Interconnected VoIP Service Pro-
viders. (1) All interconnected VoIP serv-
ice providers shall submit electroni-
cally a Notification to the Commis-
sion: 

(i) Within 240 minutes of discovering 
that they have experienced on any fa-
cilities that they own, operate, lease, 
or otherwise utilize, an outage of at 
least 30 minutes duration that poten-
tially affects a 9–1–1 special facility (as 
defined in (e) of § 4.5), in which case 
they also shall notify, as soon as pos-
sible by telephone or other electronic 
means, any official who has been des-
ignated by the management of the af-
fected 9–1–1 facility as the provider’s 
contact person for communications 
outages at that facility, and the pro-
vider shall convey to that person all 
available information that may be use-
ful to the management of the affected 
facility in mitigating the effects of the 
outage on efforts to communicate with 
that facility; or 

(ii) Within 24 hours of discovering 
that they have experienced on any fa-
cilities that they own, operate, lease, 
or otherwise utilize, an outage of at 
least 30 minutes duration: 
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(A) That potentially affects at least 
900,000 user minutes of interconnected 
VoIP service and results in complete 
loss of service; or 

(B) That potentially affects any spe-
cial offices and facilities (in accordance 
with paragraphs § 4.5(a) through (d)). 

(2) Not later than thirty days after 
discovering the outage, the provider 
shall submit electronically a Final 
Communications Outage Report to the 
Commission. The Notification and 
Final reports shall comply with all of 
the requirements of § 4.11. 

[69 FR 70338, Dec. 3, 2004, as amended at 77 
FR 25097, Apr. 27, 2012] 

§ 4.11 Notification and initial and final 
communications outage reports 
that must be filed by communica-
tions providers. 

Notification and Initial and Final 
Communications Outage Reports shall 
be submitted by a person authorized by 
the communications provider to sub-
mit such reports to the Commission. 
The person submitting the Final report 
to the Commission shall also be au-
thorized by the provider to legally bind 
the provider to the truth, complete-
ness, and accuracy of the information 
contained in the report. Each Final re-
port shall be attested by the person 
submitting the report that he/she has 
read the report prior to submitting it 
and on oath deposes and states that the 
information contained therein is true, 
correct, and accurate to the best of his/ 
her knowledge and belief and that the 
communications provider on oath de-
poses and states that this information 
is true, complete, and accurate. The 
Notification shall provide: The name of 
the reporting entity; the date and time 
of onset of the outage; a brief descrip-
tion of the problem; service effects; the 
geographic area affected by the outage; 
and a contact name and contact tele-
phone number by which the Commis-
sion’s technical staff may contact the 
reporting entity. The Initial and Final 
Reports shall contain the information 
required in this part 4. The Initial re-
port shall contain all pertinent infor-
mation then available on the outage 
and shall be submitted in good faith. 
The Final report shall contain all per-
tinent information on the outage, in-
cluding any information that was not 

contained in, or that has changed from 
that provided in, the Initial report. The 
Notification and the Initial and Final 
Communications Outage Reports are to 
be submitted electronically to the 
Commission. ‘‘Submitted electroni-
cally’’ refers to submission of the infor-
mation using Commission-approved 
Web-based outage report templates. If 
there are technical impediments to 
using the Web-based system during the 
Notification stage, then a written Noti-
fication to the Commission by e-mail, 
FAX, or courier may be used; such No-
tification shall contain the informa-
tion required. All hand-delivered Noti-
fications and Initial and Final Commu-
nications Outage Reports, shall be ad-
dressed to the Federal Communica-
tions Commission, The Office of Sec-
retary, Attention: Chief, Public Safety 
& Homeland Security Bureau. Elec-
tronic filing shall be effectuated in ac-
cordance with procedures that are 
specified by the Commission by public 
notice. 

[71 FR 69037, Nov. 29, 2006] 

§ 4.13 Reports by the National Commu-
nications System (NCS) and by spe-
cial offices and facilities, and re-
lated responsibilities of communica-
tions providers. 

Reports by the National Communica-
tions System (NCS) and by special of-
fices and facilities (other than 911 spe-
cial offices and facilities) of outages 
potentially affecting them (see para-
graphs (a) through (d) of § 4.5) shall be 
made according to the following proce-
dures: 

(a) When there is a mission-affecting 
outage, the affected facility will report 
the outage to the NCS and call the 
communications provider in order to 
determine if the outage is expected to 
last 30 minutes. If the outage is not ex-
pected to, and does not, last 30 min-
utes, it will not be reported to the 
Commission. If it is expected to last 30 
minutes or does last 30 minutes, the 
NCS, on the advice of the affected spe-
cial facility and in the exercise of its 
judgment, will either: 

(1) Forward a report of the outage to 
the Commission, supplying the infor-
mation for initial reports affecting spe-
cial facilities specified in this section 
of the Commission’s Rules; 
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(2) Forward a report of the outage to 
the Commission, designating the out-
age as one affecting ‘‘special facili-
ties,’’ but reporting it at a level of de-
tail that precludes identification of the 
particular facility involved; or 

(3) Hold the report at the NCS due to 
the critical nature of the application. 

(b) If there is to be a report to the 
Commission, an electronic, written, or 
oral report will be given by the NCS 
within 120 minutes of an outage to the 
Commission’s Duty Officer, on duty 24 
hours a day in the FCC’s Communica-
tions and Crisis Management Center in 
Washington, DC. Notification may be 
served at such other facility designated 
by the Commission by public notice or 
(at the time of the emergency) by pub-
lic announcement only if there is a 
telephone outage or similar emergency 
in Washington, DC. If the report is 
oral, it is to be followed by an elec-
tronic or written report not later than 
the next business day. Those providers 
whose service failures are in any way 
responsible for the outage must consult 
and cooperate in good faith with NCS 
upon its request for information. 

(c) Additionally, if there is to be a re-
port to the Commission, the commu-
nications provider will provide a writ-
ten report to the NCS, supplying the 
information for final reports for special 
facilities required by this section of 
the Commission’s rules. The commu-
nications provider’s final report to the 
NCS will be filed within 28 days after 
the outage, allowing the NCS to then 
file the report with the Commission 
within 30 days after the outage. If the 
outage is reportable as described in 
paragraph (b) of this section, and the 
NCS determines that the final report 
can be presented to the Commission 
without jeopardizing matters of na-
tional security or emergency prepared-
ness, the NCS will forward the report 
as provided in either paragraphs (a)(1) 
or (a)(2) of this section to the Commis-
sion. 

PART 5—EXPERIMENTAL RADIO 
SERVICE 

Subpart A—General 

Sec. 
5.1 Basis and purpose. 
5.3 Scope of service. 

5.5 Definition of terms. 

Subpart B—Applications and Licenses 

LICENSE REQUIREMENTS 

5.51 Eligibility. 
5.53 Station authorization required. 
5.54 Types of authorizations available. 

GENERAL FILING REQUIREMENTS 

5.55 Filing of applications. 
5.57 Who may sign applications. 
5.59 Forms to be used. 
5.61 Procedure for obtaining a special tem-

porary authorization. 
5.63 Supplemental statements required. 
5.64 Special provisions for satellite systems. 
5.65 Defective applications. 
5.67 Amendment or dismissal of applica-

tions. 
5.69 License grants that differ from applica-

tions. 
5.71 License period. 
5.73 Experimental report. 
5.77 Change in equipment and emission 

characteristics. 
5.79 Transfer and assignment of station au-

thorization for conventional, program, 
medical testing, and compliance testing 
experimental radio licenses. 

5.81 Discontinuance of station operation. 
5.83 Cancellation provisions. 
5.84 Non-interference criterion. 
5.85 Frequencies and policy governing fre-

quency assignment. 
5.91 Notification to the National Radio As-

tronomy Observatory. 
5.95 Informal objections. 

Subpart C—Technical Standards and 
Operating Requirements 

5.101 Frequency stability. 
5.103 Types of emission. 
5.105 Authorized bandwidth. 
5.107 Transmitter control requirements. 
5.109 Responsibility for antenna structure 

painting and lighting. 
5.110 Power limitations. 
5.111 Limitations on use. 
5.115 Station identification. 
5.121 Station record requirements. 
5.123 Inspection of stations. 
5.125 Authorized points of communication. 

Subpart D—Broadcast Experimental 
Licenses 

5.201 Applicable rules. 
5.203 Experimental authorizations for li-

censed broadcast stations. 
5.205 Licensing requirements, necessary 

showing. 
5.207 Supplemental reports with application 

for renewal of license. 
5.211 Frequency monitors and measure-

ments. 
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